SINTEK

2PC Screwed Ball Valve

Design Standard : GB/T12224, GB/T8464

Pressure-Temperature Rating : GB/T12224

Face To Face Std : GB/T15188.3

End Connection Std : G, Re, Rp. NPT, BSP, BSPT, DIN259/2999
Test Standard : GB/T13927

Material : WCB, CF8 (304 ), CF8M (316)

Operated Way : Handle, Actuator, Electric

DIMENSIONS

Pra~aizs 174" 3/8° 1/2* 3/4 1" 11/4" 11/2" 2 21/2" 3 Y
D 116 125 15 20 25 32 40 50 65 80 100
L 55 55 65 75 88 102 110 122 162 189 260
H 50 50 60 64 71 78 86 95 130 148 180
E 103 103 103 126 144 144 189 189 224 224 295

NO. PART NAME MATERIAL ‘ QTyY
1 CAP CF8/CF8M 1
2 JOINT GASKET PTFE 1
3 BODY CF8/CF8M it
4 BALL 304/316 il
5 STEM 304/316 1
6 JOINT RING PTFE 2
F THRUST WASHER PTFE 1
8 STEM PACKING PTFE 1
9 GLAND NUT 304/316 !
10 STEM WASHER 304/316 -
11 STEM NUT 304/316 Ak
12 HANDLE 304/316 1
13 HANDLE COVER PLASTIC 1
Working Pressure PN 1000PSI(1.6-6.4Mpa)
Suitable Temperature -29~150~350°C
Siiitabile Madiuin CF.S (_ 304_) CFSM_( 31§) Water Natural gas. Oil
Nitric acid Acetic acid




